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Specifications

SERVICE REFILL CAPACITIES
Fuel tank 270 l

Radiator 37 l

Engine oil 16 l

Hydraulic tank 64 l

Final drive (each side) 5,5 l

AdBlue® tank 20,5 l

HYDRAULIC SYSTEM
Type CLSS (closed-centre load 

sensing system)

All spool valves externally mounted beside the hydraulic tank.

Maximum pump flow 107 l/min

Relief valve setting 280 kg/cm²

Spool control valve positions

Blade lift Raise, hold, lower, and float

Blade tilt & angle Right, hold, and left

Additional control valve positions for ripper

Ripper lift Raise, hold, and lower 

Hydraulic cylinders Double-acting, piston

No. of cylinders × bore

Blade lift 2 × 90 mm

Blade tilt 1 × 100 mm

Blade angle 2 × 90 mm

MULTISHANK RIPPER
Type Hydraulically controlled 

parallelogram ripper

No. of shanks 3

Weight  
(including hydraulic control unit)

850 kg 

Beam length 1.556 mm 

Maximum lift above ground 380 mm 

Maximum digging depth 425 mm

Blade capacities are based on the SAE recommended practice J1265.

DIMENSIONS

D51EX-24 D51PX-24

A 3.350 mm 3.350 mm

B 470 mm 470 mm

C 1.015 mm 1.035 mm

D 470 mm 475 mm

E 2.745 mm 2.745 mm

F 4.800 mm 4.850 mm

G 3.015 mm 3.015 mm

H 55 mm 55 mm

I 1.790 mm 1.880 mm

J 560 mm 710 mm

K 2.350 mm 2.590 mm

L 2.990 mm 2.990 mm

Ground clearance:  
390 mm (+ grouser height)

DOZER EQUIPMENT

Overall length 
with dozer

Blade  
width × height

Maximum lift 
above ground

Maximum drop 
below ground

Maximum tilt 
adjustment

Blade  
angle

2,7 m³ INPAT blade (EX) (option) 4.800 mm 3.045 × 1.120 mm 1.015 mm 455 mm 425 mm 29°

2,9 m³ INPAT blade (EX) (standard) 4.800 mm 3.350 × 1.120 mm 1.015 mm 455 mm 470 mm 29°

2,9 m³ INPAT blade (PX) (option) 4.800 mm 3.350 × 1.120 mm 1.015 mm 455 mm 470 mm 29°

3,35 m³ INPAT blade (PX) (standard) 4.850 mm 3.350 × 1.170 mm 1.035 mm 475 mm 470 mm 29°


